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Bearing Gard™  Dimensional Information Sheet
distance to inboard 

interference 

available housing depth distance to first obstruction

length of chamfer (if any)

Note: This form is to be used to submit dimensional information to Flowserve for 
Bearing Gard applications. Please provide all dimensions to three (3) decimal 
places where possible.

bearing housing bore dia.

shaft dia. dia. at step (if any)

distance from housing to step

To request a quote, fill out the information below and forward it to your  

local Flowserve representative. To find your local representative, go to  

https://www.flowserve.com/en/support/sales-locator

Type of Equipment: __________________________________________________________ Model: _____________________________

 Standard Horizontal

 Vertical Top

 Vertical Down

 Split Housing

 Split Seal

 Sleeve Bearing

 Steam Turbine

 Pillow Block

 Other: ______________

Applications:

Material Requirements: Rotor/Stator         O-rings

 Bronze (preferred)      316 Stainless Steel      FKM (preferred)              TFE/P  Other: ______________

Axial Movement:

 Less Than 0.13 mm (0.005 in.)   Less Than 0.63 mm (0.025 in.)    Other: _____________________

Radial Movement:
 Less Than 0.26 mm (0.010 in.)   Other: ____________________________

Lubrication:  Oil Splash  Grease  Oil Mist  Flooded

Temperature: __________ Speed: __________ rpm

Additional Application or Equipment Information: ____________________________________________________________________ 
_______________________________________________________________________________________________________________

Name: _______________________________________

Distributor/Location: _______________________________________________________________________________________________________

Information Supplied by: ____________________________________________________________________________________________________

Date: ____________________________
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